
EFFICIENT PERFORMANCE SCALABLE
Low power consumption EGPRS/LTE Cat1/NB-IoT &RVW�(ɝFLHQW

Compact size Rugged Housing Easy to deploy

$FFHVVLEOH�	�FRQȴJXUDEOH�YLD�86% External antenna Easy to use

TRM250
DATASHEET // TRM250 MODEM

LTE Cat M1 / Cat NB1 / 
EGPRS Communication

Compact size, easy integrationRugged aluminium housing

Low power consumption

'HYLFH�LV�DFFHVVLEOH�DQG�
FRQȴJXUDEOH�YLD�86%

External antenna for better
VLJQDO�FRYHUDJH

750����LV�DQ�ΖQGXVWULDO�&HOOXODU�PRGHP�ZLWK�PXOWLSOH�/3:$1�FRQQHFWLYLW\�RSWLRQV��ΖW�IHDWXUHV�
1%�ΖR7��/7(�&DW�0��DQG�LV�EDFNZDUGV�FRPSDWLEOH�WR�(*356���*���ΖW�R΍HUV�H[WUHPHO\�ORQJ�OLIHF\FOH�
DQG�LV�WKH�PRVW�ȵH[LEOH�RSWLRQ�ZKHQ�XSJUDGLQJ�FRQQHFWLYLW\�RI�H[LVWLQJ�LQGXVWULDO�HTXLSPHQW��
75%����LV�HTXLSSHG�ZLWK�86%�LQWHUIDFH�DQG�UXJJHG�DOXPLQLXP�KRXVLQJ�DQG�LV�GHVLJQHG�IRU�ODUJH�
VFDOH�ΖΖR7�GHSOR\PHQWV�

INDUSTRIAL RUGGED LTE CAT-M1/NB-IoT/EGPRS MODEM



&RS\ULJKW���������7HOWRQLND��6SHFL¿FDWLRQV�DQG�LQIRUPDWLRQ�JLYHQ�LQ�WKLV�GRFXPHQW�DUH�VXEMHFW�WR�FKDQJH�E\�7HOWRQLND�ZLWKRXW�SULRU�QRWLFH�

DATASHEET // TRM250 MODEM

Hardware

Mobile LTE (Cat-M1) / NB-IoT / EGPRS

SIM slot Mini SIM (2FF)

Antenna connector 1 x SMA 

Operating Voltage �9���SRZHUHG�YLD�PLFUR86%

&RQȴJXUDWLRQ�LQWHUIDFH PLFUR86%

LED indicators Power and Network status LEDs

Operating temperature -40 °C to 75 °C

Operating humidity 10 % to 90 % non-condensing

Casing material Aluminium housing

Ingress Protection Rating IP30

Dimensions 74,5 x 64,5 x 25mm

Weight 130 g

Software

Management software :LQGRZV�&RQQHFWLRQ�0DQDJHU��1'Ζ6�GULYHU�

86%�6HULDO�'ULYHU
:LQGRZV������������
/LQX[�������[����a�����
$QGURLG���[���[���[���[���[

5Ζ/�'ULYHU $QGURLG���[���[���[���[���[

1'Ζ6�'ULYHU :LQGRZV�����������

*RELQHW�'ULYHU /LQX[�������[����a����

40ΖB::$1�'ULYHU� /LQX[���[�����RU�ODWHU�����a����

Protocols 333�7&3�8'3�66/�7/6�)73�6��+773�6��1Ζ7=�3Ζ1*�0477

Interfaces

Management interface
$7�&RPPDQGV���*33�76���������*33�76�������
Hayes AT Command set 
Enhanced AT Commands

86%�SRUW Mobile antenna
connector


